
Trimline AnAlog

A Cetis, Inc. brand. 

Full-featured. Rock solid.

Perfect for bathrooms and public spaces.



 – Single or Two line configuration

 – Optional message waiting indicator

 –  ADA-compliant volume control with enhanced Sonica™ 
hearing aid compatibility

 – Analog data port

Teledex iPhone Trimline phones tuck in nicely just about anywhere. They’re perfect for  
mounting on bathroom walls, or on hall tables in public spaces. With elegant lines and a
sculpted design, Teledex iPhone Trimline is perfect for virtually any room decor or design.

Available in single-line and two-line configurations, with or without a bright red message waiting indicator, 
to suit your needs. Like all Teledex telephones, iPhone Trimline models are built to exacting standards, and 
provide the best build quality available.

Part of the Teledex iPhone family of solutions, with iPhone Trimline you can present a consistent look and 
feel throughout your property.

CompACt design in 
mAtChing iphone style.

Standard Colour:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Ash and Black

Footprint:   .  .  .  .  .  .  .  .  .  .  3 .75” x 8 .17” (9 .5cm x 20 .8cm)

Weight:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 12 oz . (0 .34kg)

Power:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  Line 

Humidity:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  65% ± 20%

Temperature:   .  .  .  .  .  .  .  .  .  .  .  77°F ± 50° (25°C ± 10°C)

Packaging:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20 per carton

FCC Specifications:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  Meet or exceeds 
 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  Part 15, Subpart J, 
 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  Class A, Part 68

Safety Standard:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . ETL and CE

Operating Voltage:   .  .  .  .  .  .  .  .  24 to 56 VDC Non-Polarity

Ringer Equivalence:   .  .  .  .  .  .  .  .  . Z (Use only behind PBX)

Registered Connector:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . USOC RJ-14

Handset:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  Hearing Aid compatible

Cords & Line:   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15-foot/10-foot coil

SPECIFICATIONS
Trimline AnAlog

Continuing the tradition. 

To learn more, or to place an order, please visit www.Teledex.com, call +1 719 638 8821 or email sales@teledex.com. 
© Cetis, inc., 2010. Product specifications and descriptions in this document subject to change without notice. Teledex® is a registered trademark.

Part Numbers

iPhone Trimline (Single-line)
1 AT1101 NO/MW

IPN33019  . . . . . . . . . . . . . . . . . . . . .  Ash 

IPN330191  . . . . . . . . . . . . . . . . . . .  Black 

1 AT1102 W/MW

IPN33119  . . . . . . . . . . . . . . . . . . . . .  Ash 

IPN331191  . . . . . . . . . . . . . . . . . . .  Black

iPhone Trimline 2 (Two-line)
AT1201 NO/MW

IPN34059  . . . . . . . . . . . . . . . . . . . . .  Ash

IPN340591  . . . . . . . . . . . . . . . . . . .  Black

AT1202 W/MW

IPN34159  . . . . . . . . . . . . . . . . . . . . .  Ash 

IPN341591  . . . . . . . . . . . . . . . . . . .  Black

 – Flash, Redial, Mute keys

 –  morePhoneSM Overage Program with each qualifying shipment of 
Teledex telephones includes extra sets at no charge .

 – 5-Year Warranty


